Head Amp Board (W21-002)
W21-002: C1: 22uF 10v CEA: 647-UPW1C220MDD6 22uF 16v
W21-002: C2: 22uF 10v CEA: 647-UPW1C220MDD6 22uF 16v
W21-002: C3: 4.7uF 16v CEA: 647-UPW1V4R7MDD 4.7uF 35v
W21-002: C4: 4.7uF 16v CEA: 647-UPW1V4R7MDD 4.7uF 35v
W21-002: C5: 10uF 25v CEA: 647-UPW1E100MDD 10uF 25v
W21-002: C6: 10uF 25v CEA: 647-UPW1E100MDD 10uF 25v
W21-002: C15: 220uF 25v CEA: 647-UPW1E221MPD 220uF 25v
If board is the W21-002, then:

Q1: 2SC458: 512-KSC1845FTA

Q2: 2SC458: 512-KSC1845FTA

Q3: 2SC458: 512-KSC1845FTA

Q4: 2SC458: 512-KSC1845FTA

Q5: 2SC458: 512-KSC1845FTA

Q6: 2SC458: 512-KSC1845FTA

AF Board (AWK-010)

AWK-010: C7: 47uF 50v CEA: 647-UPW1H470MED 47uF 50v
AWK-010: C8: 47uF 50v CEA: 647-UPW1H470MED 47uF 50v
AWK-010: C13: 2.2uF 25v CSSA: 647-UKL1H2R2KDDANA 2.2uF 50v
AWK-010: C14: 2.2uF 25v CSSA: 647-UKL1H2R2KDDANA 2.2uF 50v
AWK-010: C15: 47uF 6.8v CEA: 647-UPW1C470MDD 47uF 16v
AWK-010: C16: 47uF 6.8v CEA: 647-UPW1C470MDD 47uF 16v
AWK-010: C21: 2.2uF 25v CSSA: 647-UKL1H2R2KDDANA 2.2uF 50v
AWK-010: C22: 2.2uF 25v CSSA: 647-UKL1H2R2KDDANA 2.2uF 50v
AWK-010: C27: 2.2uF 25v CSSA: 647-UKL1H2R2KDDANA 2.2uF 50v
AWK-010: C28: 2.2uF 25v CSSA: 647-UKL1H2R2KDDANA 2.2uF 50v
AWK-010: C29: 100uF 6.8v CEA: 647-UPW1C101MED 100uF 16v
AWK-010: C30: 100uF 6.8v CEA: 647-UPW1C101MED 100uF 16v
AWK-010: C31: 47uF 50v CEA: 647-UPW1H470MED 47uF 50v
AWK-010: C32: 47uF 50v CEA: 647-UPW1H470MED 47uF 50v
Power Amp Board (AWH-011)

AWH-011: C7: 22uF 6.8v CEA: 647-UPW1C220MDD6 22uF 16v
AWH-011: C8: 22uF 6.8v CEA: 647-UPW1C220MDD6 22uF 16v
AWH-011: C9: 220uF 10v CEA: 647-UPW1E221MPD 220uF 25v
AWH-011: C10: 220uF 10v CEA: 647-UPW1E221MPD 220uF 25v
AWH-011: C15: 100uF 50v CEA: 647-UPW1H101MPD 100uF 50v
AWH-011: C16: 100uF 50v CEA: 647-UPW1H101MPD 100uF 50v
Power Supply Board (AWR-011)

AWR-011: C6: 100uF 50v CEA: 647-UPW1H101MPD 100uF 50v
AWR-011: C7: 100uF 50v CEA: 647-UPW1H101MPD 100uF 50v
AWR-011: C9: 220uF 35v CEA: 647-UPW1V221MPD6 220uF 35v
AWR-011: C10: 220uF 16v CEA: 647-UPW1E221MPD 220uF 25v
AWR-011: C11: 220uF 16v CEA: 647-UPW1E221MPD 220uF 25v
Protection Board (AWM-011 or AWM-027) (The “D” version of the 027 board has C1 and 2 as .22uF electrolyte caps instead of Mylar caps)
(“D” version board) AWM-027: C1: .22uF 16v CSSA: 667-ECQ-V1H224JL2 .22uF 50v
(“D” version board) AWM-027: C2: .22uF 16v CSSA: 667-ECQ-V1H224JL2 .22uF 50v
AWM-027: C3: 330uF 6.8v CEA: 647-UPW1A331MPD 330uF 10v
AWM-027: C4: 330uF 6.8v CEA: 647-UPW1A331MPD 330uF 10v
AWM-027: C5: 4.7uF 25v CEA: 647-UPW1V4R7MDD 4.7uF 35v
AWM-027: C6: 100uF 16v CEA: 647-UPW1C101MED 100uF 16v
BOM List:

647-UPW1E100MDD | 2

647-UPW1E221MPD | 5

647-UKL1H2R2KDDANA | 6

647-UPW1A331MPD | 2

667-ECQ-V1H224JL2 | 2

647-UPW1H470MED | 4

647-UPW1V221MPD6 | 1

647-UPW1V4R7MDD | 3

647-UPW1V101MPD | 1

647-UPW1H101MPD | 4

647-UPW1C470MDD | 2

647-UPW1C220MDD6 | 4

647-UPW1C101MED | 3

